


Welcome to the
Service Department Home Page

The following ontions
are available 1o you :

e Look up your local Sega Distributor

LTI

Go to Individual Manuals and Bulletins
® Find an individual Part Number

e rind a Manual Part Number

Get Info on your Game Monitor

® Get Info on your Board System

® Talk to the Service Staff

® Sign up to Receive Service Bulletins
& What is going on in Darl's Office

«

Sega GameWorks Service Department

Phone (415)-802-1750
Fax (415)-802-1754

If you have any questions about this Home Page please E-Mail to:
darl.davidson @sega.com




COPYRIGHT NOTICE

This SEGA product has a copyright notice as follows:
© 1996 Sega Enterprises, Inc. (USA) All rights reserved.

This signifies that this work was disclosed in 1996 and is the property of
SEGA ENTERPRISES, INC. (USA).

Every effort has been made to ensure that this manual is accurate. Sega Enterprises, Inc. (USA) is
not liable for any printing or clerical errors.

Specifications noted herein are subject to change without notice.
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GAME REGISTRATION INFORMATION

Please take a moment to complete the following information about your new Sega game.
This information will be essential to you in the future, should you need to request parts or service
information, or should you sell or transfer the machine.

Game Name: DAYTONA USA SPECIAL EDITION
Serial Number:
Date of purchase:

Distributor:
Salesperson:
Phone number:

Game moved or sold (date):

NOTES:




INTRODUCTION OF THE OWNERS MANUAL

SEGA ENTERPRISES, LTD., has for more than 30 years been supplying various innovative and
popular amusement products to the world market. This Owners Manual is intended to provide

detailed descriptions together with all the necessary installation, game settings and parts ordering
information related to the DAYTONA USA SPECIAL EDITION, a new SEGA product.

This manual is intended for those who have knowledge of electricity and techiical expertise, espe-
cially in ICs, CRTs, microprocessors, and circuit boards. Read this manuai car=fully to acquire
sufficient knowledge before working on the machine. Should there be 2 maltunction, non-technical
personnel should under no circumstances touch the interior system. Should the need arise, contact
our main office, or the closest branch office listed below.

SEGA ENTERPRISES, INC. (USA)
Customer Service

45133 Industrial Drive

Fremont, CA 94538

Phone 415-802-1750

Fax 415-802-1754

7:30 am - 4:00 pm, Pacific Standard Time
Monday thru Friday



General Precautions

Follow Instructions: All operating and use instructions should be followed.

Attachments: Do not use attachments not recommended by the product manufacturer as they may cause hazards.

Accessories: Do not place this product on an unstable cart, stand, tripod, bracket, or table. The product may fall,
causing serious injury to a child or adult, and serious damage to the product. Use only with a cart, stand, tripod, bracket,
or table recommended by the manufacturer, or sold with the product. Any mounting of the product should follow the
manufacturer’s instructions, and should use only mounting accessories recommended by the manufacturer.

Moving the Product: This product should be moved with care. Quick stops, excessive fosce, and uneven surfaces
may cause the product to overturn.

Ventilation: Slots and openings in the cabinet are provided for ventilation, to ensure tciiable operation of the
product and to protect it from overheating; these openings must not be blocked or csvered. The openings should never be
blocked by placing the product in a built-in installation such as a bookcase or r2ck vniess proper ventilation is provided
or the manufacturer’s instructions have been adhered to.

Power Sources: This product should be operated only from the type of power source indicated on the marking
label. If you are not sure of the type of power supply to your location, consult your local power company. For products
intended to operate from battery power or other sources, refer i the ¢perating instructions.

Grounding or Polarization: This product is equipped with a three-wire grounding-type plug, a plug having a third
(grounding) pin. This plug will only fit into a grounding-tvp: power outlet. This is a safety feature. If you are unable to
insert the plug into the outlet, contact your electrician to replace your obsolete outlet. Do not defeat the safety purpose of
the grounding-type plug.

Power Cord Protection: Power-suppiy cords should be routed so that they are not likely to be walked on or
pinched by items placed upon or against iliem, paying particular attention to cords at plugs, convenience receptacles, and
the point where they exit from the praduct.

Overloading: Do not overload wall outlets, extension cords, or integral convenience receptacles as this can resuit
in a risk of fire or electric shock.

Object and Ligtid Nniry: Never push objects of any kind into this product through openings as they may touch
dangerous voltage coinis or short-out parts that could result in a fire or electric shock. Never spill liquid of any kind on
the product.

Servicing: Do not attempt to service this product yourself as opening or removing covers may expose you to
dangerous voltage or other hazards. Refer all servicing to qualified service personnel.

Damage Requiring Service: Unplug this product from the wall outlet and refer servicing to qualified service

personnel under the following conditions:

a) If the power cord or plug is damaged;

b) If liquid has been spilled, or objects have fallen into the product;

¢) If the product has been exposed to rain or water;

d) If the product does not operate normally when following the operating instructions. Adjust only those controls
that are explained in the operating instructions. An improper adjustment of other controls may result in damage
and will often require extensive work by a qualified technician to restore the product to its normal operation;

e) If the product has been dropped or damaged in any way;

f) When the product exhibits a distinct change in performance; this indicates a need for service.

Replacement Parts: When replacement parts are required, be sure the service technician has used replacements
parts specified by the manufacturer or that have the same characteristics as the original part. Unauthorized substitutions
may result in fire, electric shock, or other hazards.

- Safety Check: Upon completion of any service or repairs to this product, ask the service technician to perform



safety checks to determine that the product is in proper operating condition.
Heat: The product should be situated away from heat sources such as radiators, heat registers, stoves, or other
products (including amplifiers) that produce heat.
Cleaning: When cleaning the monitor glass, use water or glass cleaner and a soft cloth. Do not apply chemicals
such as benzine, thinner, etc.
Location: This an indoor game machine, DO NOT install it outside. To ensure proper usage, avoid installing
indoors in the places mentioned below:
* Places subject to rain/water leakage, or condensation due to humidity;
« In close proximity to a potential wet area;
« Locations receiving direct sunlight;
* Places close to heating units or hot air;
*In the vicinity of highly inflammable/volatile chemicals or hazzrdous matter;
» On sloped surfaces;
« In the vicinity of emergency response facilities such as fire exits and fire extinguishers;
« Places subject to any type of violent impact;

* Dusty places.

INSTALLATION PRECAUTIONS
» Verify the amperage of the branch circait outlet before plugging in the power plug. Do not
overload the circuit.
* Avoid using an extension corz. If one is required, use an extension cord of type SJT, 16/3 AWG
rated min. 120 VAC, 7A.
» Moving this unit requires a minimum clearance (of doors, etc.) of 32" (W) by 77” (H).

» For the operation of this machine, secure a minimum area of 32 (W) by 42”(D).

REGULATORY APPROVALS
This game kas been tested and found to comply with the Federal Communications Commission Rules.
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This
device may not cause harmful interference, and (2) this device must accept any interference received, including interfer-
ence that may cause undesired operation.

This game has been tested and listed by Underwriters Laboratories, Inc., to ANSI/UL22.
LISTED

5K92

AMUSEMENT MACHINE



SPECIFICATIONS

Seat Assembly

Crated
Assembled

Monitor Assembly

Crated
Assembled

Monitor
Power

Width
24.25”
21.25”

Width
35.5”
31.75”

- Length
42.5”
38”

Length
43.5”
399,

Height
47"
44.5”

Height
73”
70”

26 Wells Gardner Monitor 25K5191

AC 345W 3A

Weight
140 lbs
120 1bs

Weight
450 lbs
430 Ibs



INSTALLATION AND HARDWARE

When transporting the machine, make sure that the following parts are supplied.
Qry. DESCRIPTION

Key, Coin Mech Door

Key, Cash Box (Behind Coin Mech Door)

Key, Rear Service Door (Behind Coin Mech Door)
Owners manual, Daytona

Fiber Optic Cable

Wrench, T-20 torx tamperproof

Wrench, T-27 torx tamperproof

Wrench, T-15 torx tamperproof

b = R NN

PERFORM THE ASSEMBLY WORK 8Y FOLLOWING THE PROCEDURE STATED
HEREIN. FAILURE TO COMPLY WITH THESE INSTRUCTIONS CAN RESULT IN
ELECTRIC SHOCK.

WHEN ASSEMBLING, Bz SURE THAT TWO OR MORE PERSONS ARE AVAILABLE
TO PERFORM THE WORF.. IN SOME CASES, ATTEMPTING THE ASSEMBLY
WORK ALONE CAN RESULT IN INJURY OR DAMAGE TO THE GAME AND ITS
PARTS.

When carrying out the installation instructions, follow the sequence outlined below.

1. Connect the cabinets.

2. Secure in place

2. Connect power supply

3. Perform the assembly check

Note that for installation work, a master key and other hardware are required. Refer to the preceding
list of installation items.



CONNECT THE CABINETS

The brackets for connecting the seat and monitor cabinets are shipped attached to the game. All
hardware is attached to the brackets at the time of shipping.

To assemble the two cabinets, remove all retaining hardware and move the cabinets to their installa-
tion position. ‘

Bring the seat and monitor cabinets together, at the installation position.

Align the connection bracket on the seat and monitor cabinets and fasten securely with the hardware
provided.

To move the game, first disassemble the connecting bracket. Do nut attempt to move the game with
the cabinets connected. To do so can cause damage to the cabirets and bracket assembly.



SECURING IN PLACE (LEG ADJUSTERS)

This machine has 2 casters and 8 leg adjusters. When the installation position is determined, cause -
the leg adjusters to come into contact with the floor, and make adjustments so that the casters are
raised approximately S mm. above the floor, and the machine is level.

Make sure that all of the leg
adjusters are in contact with
the floor. If they are not, the

CAUTION! cabinet can move causing an

accident. ‘
)

Move the machine to the installation position. When installirig the machine against or close to a
wall, be sure to secure a passage space to enable the piayer to take a ride in the machine.

Have the leg adjusters make contact with the floor. 7o keep the machine level, adjust the height
of the leg adjuster upward using a wrench.

After making adjustments, fasten the !¢g adjuster nut upward and secure the height of the leg
adjuster.

CASTER

i ——

y Approx. 5n
A
LEG ADJU




() MEMORY TEST Assembly Check

oo Tent In the Test mode, ascertain that the assem-
sanmusm o oom bly has been made correctly and IC Board is
X 000 K 0000 satisfactory.
Kz 9000 i oo
AT RN e kM 0w K 0000 In the test mode, perform the following
K18 GO00 K617 Q000 tests:
iIce1  QOCD ca2 QOO0 4 GOOO 44 GOOD
cok 000D icss GOOD
o0 kv oo km e Em wx 1. Memory Test
E» 000 e 000  Km G0 o 00 ~ Selecting the Memory Test on the test mode
N S50 ke om0 o om0 s 00w menu screen causes the cn-board memory
o oo KW G0 e G000 to be tested automaticzily. The game board
T B kB3 omoow ek oo is satisfactory if the display beside each IC
PaEs TEST BUTTONTO EXT number shows =COD.

-(2) INPUT TEST

e 2. Input Test
o o o Seiecting the Input Test on the test mode
MssLe or menu screen causes the screen (on which
- each switch is tested) to be displayed. Press
smox e - each switch. For the coin switch test, insert a
bl coin from the coin inlet with the coin chute
com GuTE & O door open. If the display beside each switch
e od - indicates ON, the switch and ‘wiring connec-
tions are satisfactory.
PRESE ITNT AUTVON TO EXI?

{3) OUTPUT TEST

OuUTPUY TEST
3. Output Test
sant o ex In the Output Test mode, carry out the lamp
viEw cuanat Lkp  OFF test to ascertain that each lamp lights up sat-
OANGER \AMP CFF . .
isfactorily.

- o

SEVLECT WiTH SERVICE SUTTON
AND PRESS TEST BUTTON




(4) SOUND TEST

SOUNO TEST

SELECT WITi SERVICE BUTTON
PAESS TEST BUTTON YO EXIT

(5) C.R.T.TEST

C.RY. TEST /2

PAESS TEST WTTON T¢° CONTINUE

-

[eat vest 272
)

-

+
B
)

<+

-~

i

PAESS TEST BUTTON YO EXIT

4. Sound Test

In the Test mode, selecting Sound Test
causes the screen (on which sound-related
board and wiring connections are tested) to
be displayed.

Be sure to check if the sound is satisfactorily
emitted from each speaker and the sound
volume is apprepriave.

5. C.R.T. Test

In the Test mode menu, selecting C.R.T. Test
allows the screen (on which the monitor is
tested) to be displayed. Although the moni-
tor adjustments have been made at the time
of shipment from the factory, color devia-
tion, etc. may occur due to the effect caused
by geomagnetism, the location building's
steel frames and other game machines on
the periphery. By watching the test mode
screen, decide whether an adjustment is
needed. If it is necessary, adjust the monitor
by referring to the Monitor Adjustments
section.

floor, be sure to retract the leg adjusters so that the casters make contact with the

e The weight of the machine is approximately 560 lbs. When moving the machine on the

CAUTION! floor. Attempting to push the machine with leg adjusters extended can cause the
" machine to fall, causing injury and damage.



